SPECS & \ar ). \\
INFORMATION



LLC- Long Legged Clamps Size & Finish

Long ngged_CIamps are designed as a solution to LLC - LONG LEGGED CLAMPS # NUT, BOLT & WASHER OPTIONAL FIONGS) =
mounting a sign between two posts, rather than onto. The
clamp uses 1 x M8x25mm hex head bolt, nut and washer, POST
bolted directly through the panel and is then tightened DIAMETER COLOUR CODE MoQ STOCK
around the post. Manufactured from Grade 304 stalnlgss 50mm Self Colour LLC050 100 Y
steel for 50 - 89mm round posts, these clamps are designed .
. : . : 50mm Painted LLCO50P 100
to be used in pairs, on either side of the panel.
60mm Self Colour LLC060 100 v
60mm Painted LLCO60P 100
Our Long Legged Clamps are stocked as self colour only but 76mm Self Colour LLCO76 100 v
can be painted to a bespoke colour. 76mm Painted LLCO76P 100
89mm Self Colour LLC089 100 v

Key Facts 89mm Painted LLCO89P 100

® 4 sizes available from stock

® Grade 304 Stainless Steel

® Available for next day delivery

® Over 100 paint colours available
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LLC - Long Legged Clamp in self colour and painted options
Long Legged Clamp
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Product Options

Finish Options

X 2

Self Colour  Painted

to RAL or BS
Raw Material Bolt Type
1.5mm x 20mm Grade 304 Stainless Steel 1x M8x25mm Hex Head Bolt (per clamp)
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info@ig-parts.nl
Harsweg 34A
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