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NORMA Germany GmbH
Postfach 1149   63461 Maintal
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DESCRIPTION
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PART

INDEX

BahnerSchwab.25.09.03601953Abflachung um 180° gedreht1A-

Baueribb/SaKe30.03.05603131O-Ring war 1067 8000 2541B-

HaasUllah27.07.06603950Neue Teilenummer fuer Verriegelungsbuegel; war 1702 8004 0081C-

RiesChopade2013-01-15-1) Drwg type updated;2)view added;3)text added;2D-

Teil-Nr
ITEM-NO

Stueck
QTY

Benennung
PART - NAME

Werkstoff
MATERIAL

Oberflaeche
SURFACE

1 1 NORMAQUICK PS3 NW8-0�$� PA66-GF30 black

2 1 Weld ring NW8 PA66-GF30 black

3 1 Locking bail NW8 EN 10270-3-1.4310-NS-1.2blank

4 1 O-RING 12.0 X 3.0 EPDM-70 black

NORMAQUICK - ASSEMBLY MARKING

Customer part-No.: -

Trademark: -

Manufacturer code: NORMA-RSS

NORMA date code:  XX YY

Material code molding part: >PA66-GF30<

Angebotszeichnung
QUOTATION DRAWING

 Performance features for NQ PS3 - VDA

Medium coolant water

Operation temperature
-40�$�C thrue 135�$�C, short-term up to 150�$�C 

(max. 30 min, over lifetime)

Operation pressure 0 to 2 bar, partial pulsating (sinusoidal)

--9900021163-001

Q0D000702 8002 008

NORMAQUICK PS3 NW8-0°
Verriegelungsbuegel, blank

-

--
-

Bahner-

Bauer17.02.00

NORMAQUICK PS3 NW8-0°
Locking bail black

-
-

see parts list

see parts list

see parts list
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SCHNITT/SECTION A-A

A

Schweissring durch
Reibschweissen verbunden
Welding ring by 
friction welding connected Kleine Nut/

Small groove

Grosse Nut/
Big groove
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Nicht angegebene Masse gemaess NORMA E1918
Not specified dimension acc. NORMA E1918

Ansicht Stutzen/View spigot
MASSSTAB/ SCALE 2:1
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info@iq-parts.nl
Harsweg 34A

 2461 EZ Ter Aar
T +31 252 624 126
The Netherlands


	Blatt 1
	Ansichten
	new_view_30
	left_31
	left_32
	new_view_33



