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NORMAQUICK - ASSEMBLY MARKING

Customer part-No.: -

Trademark: -

Manufacturer code: NORMA-RSS

NORMA date code:  XX YY

Material code molding part: >PA66-GF30<

Teil-Nr
ITEM-NO

Stueck
QTY

Benennung
PART - NAME

VSN-Nr
PP.-NO

Einzelteilnummer
PART-NO

Index
Teil/PART

Werkstoff
MATERIAL

Rohstoffnummer
MATERIAL-NO

Oberflaeche
SURFACE

1 1 Housing NW32-0° 1702 8012 032 xxx PA66 - GF30 2036 0200 125 black

2 1 Weld ring NW32 1702 8002 032 xxx PA66 - GF30 2036 0200 125 black

3 1 Locking bail NW32 1702 8015 032 xxx EN10270-3-1.4310-NS-2.0- blank

4 1 O-RING 38.0 X 4.0  1067 8000 252 xxx EPDM - black

Teil-Nr
ITEM-NO

Stueck
QTY

Benennung
PART - NAME

Werkstoff
MATERIAL

Oberflaeche
SURFACE

1 1 Housing NW32-0° PA66 - GF30 black

2 1 Weld ring NW32 PA66 - GF30 black

3 1 Locking bail NW32 EN10270-3-1.4310-NS-2.0blank

4 1 O-RING 38.0 X 4.0 EPDM-60 black

 Performance features for NQ PS3 - VDA - for information only

Medium coolant water

Operation temperature
-40�$�C thrue 135�$�C, short-term up to 150�$�C 

(max. 30 min, over lifetime)

Operation pressure 0 to 2 bar, partial pulsating (sinusoidal)
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Locking bail, bare
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BahnerBauer2000-03-30600149war 9.5�#�0.2-A-

FrickelTrajkovic2013-04-09-
  Drawing splited into Q and M drawing
1) Enquiry number was 990007806
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FrickelSchindler2013-04-25-
1) Toleranz war/tolerance was �#�0.5 2) Tabelle hinzu/table added
3) Werkstoff war/material code was DIN 2076-1.4310-2.0
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SCHNITT/SECTION A-A
mit Stutzen/with spigot

E1918

SCHNITT/SECTION  A-A

Schweissring durch
Reibschweissen verbunden.
Welding ring by 
friction welding connected.
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Nicht angegebene Masse gemaess NORMA E1918
Not specified dimension acc. NORMA E1918

Ansicht Stutzen/View spigot
MASSSTAB/ SCALE  1:1
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info@iq-parts.nl
Harsweg 34A

 2461 EZ Ter Aar
T +31 252 624 126
The Netherlands
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