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FLOW PRODUCTS

Technical Information

Recommended Tightening Torque

Thread
Size
%" 01 007 001 001 01 007
%" 08 06 03 02 1 08
¥&" 4 3 1 1 5 3
%" 6 4 2 2 8 6
" 8 6 5 4 16 °
1 10 7 8 6 26 19

Fittings Tolerances (According to 1SO 2768-c)

16 103
6-30 05
30-120 08

Chemical Resistance

Acids Detergents
Strong Weak Strong

Nylon 6-6
Polypropylene
Acetal

Note:
Notice tube dimension differ between industries.

Fittings' dimensions refer to tube ID or OD, with respect to the common application.

Use thread seal tape Minimun straight tube segment
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PROPERTIES

Yield stress of PP as a function of temperature
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Flexural modulus VS. temperature
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Union T

Cat. No. 0D mm L mm | L1 mm Color
22046446468 6 468 | 215 @ Ble
22046448488 8 46.8 275
22046452528 2 671 404

Cat. No. ‘ 0D inch ‘ L mm ‘ L1 mm ‘ Color
22046404041 " 468 215 (O white
22046404048 Va" 46.8 25 @ Navy Blue
22046405058 6" 46.8 275

L1 22046408088 %" 671 404
22046404042 %" 468 | 215 @ Black
22046408082 n" 671 404
22246404043 Va" 467 4 @ Grey
22246405053 %" 467 274
22246408083 »" 670 404

Note: Packing 25 unit

Reducing T
Tube OD mm |Tube OD1 mm| L mm | L1 mm | Color
22045846488 6 8 468 274 @ Blue
22045848468 8 6 468 274

Note: Packing 25 unit

L1

OD1
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info@ig-parts.nl
Harsweg 34A
2461 EZ Ter Aar
T +31252 624 126
The Netherlands





