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74�

FLOW PRODUCTS
Female Swivel Straight Hose Connector - Conical Seat

Cat. No. Tube ID mm F (BSPT) L mm SW Color

22444644028 4 1/8" 27.5 13  Blue
22444644048 4 1/4" 31.7 17

22444645028 5 1/8" 32.0 13

22444645048 5 1/4" 36.2 17

22444645068 5 3/8" 36.0 20

22444646048 6 1/4" 37.3 17

22444646068 6 3/8" 36.8 20

22444646088 6 1/2" 39.5 24

22444648048 8 1/4" 41.3 17

22444648068 8 3/8" 40.8 20

22444648088 8 1/2" 43.6 24

22444648128 8 3/4" 43.4 30

22444650068 10 3/8" 42.8 20

22444650088 10 1/2" 43.6 24

22444650128 10 3/4" 45.6 30

22444652088 12 1/2" 46.7 24

22444652128 12 3/4" 46.5 30

22444654088 14 1/2" 48.9 24

22444654128 14 3/4" 48.1 30

22444656128 16 3/4" 48.5 30

22444659128 19 3/4" 49.3 30

22444648042 8 1/4" 41.3 17  Black
22444650062 10 3/8" 42.8 20

22444652082 12 1/2" 46.7 24

 L 

 ID  SW  F 

Note: No need for flat washer

Fittings - Hose Fittings
Working pressure 
Up to 14 BAR
(200 psi) at 20 ºC

Temperature 
-20 ºC - 110 ºC
(subject to application)

Fittings' dimensions 
refer to tube ID or OD, with respect to 
the common application.Nylon 6-6
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