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FLOW PRODUCTS
Y Hose Connector

Cat. No. Tube ID mm L mm L1 mm Color

12446344448 4 35.0 31.0  Blue
12446346468 6 51.2 44.5

12446348488 8 56.6 40.6

12446350508 7.2 62.3 55.0

12446357578 17 63.3 57.7

 L 

 I D  L1 

Union T Hose Connector
Cat. No. Tube ID mm L mm L1 mm Color

12446444448 4 40 24.3  Blue
12446445458 5 50.95 30.8

12446446468 6 56 32.2

12446448488 8 61.7 38.5

12446450508 10 67 41.8

12446452528 12 70.86 45.1

12446454548 14 76.6 49.1

12446456568 16 79.6 52.1

12446459598 19 80.0 56.0

12446456562 16 79.6 52.1  Black L1 

 L 

 ID 

Cat. No. Tube ID inch L mm L1 mm Color

12256302023 5/32" 35.5 30.8  Grey
12256304043 1/4" 50.8 44.3

12256305053 5/16" 55.6 49.4

12256306063 3/8" 60.8 54.9

12256311113 11/16" 62.5 57.4

Note: Packing 25 unit

Cat. No. Tube ID inch L mm L1 mm Color

12256402023 5/32" 40 24.3  Grey
12256403033 3/16" 50.95 30.9

12256404043 1/4" 56 32.2

12256405053 5/16" 61.2 38.2

12256406063 3/8" 67.0 41.8

12256408083 1/2" 70.86 45.1

12256409093 9/16" 76.6 49.1

12256410103 5/8" 79.6 51.4

12256412123 3/4" 80.0 56

Note: Packing 25 unit

Fittings - Hose Fittings
Working pressure 
Up to 14 BAR
(200 psi) at 20 ºC

Temperature 
-20 ºC - 110 ºC
(subject to application)

Fittings' dimensions 
refer to tube ID or OD, with respect to 
the common application.Nylon 6-6
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